OMEGA ANSI Type

The ANSI Metering Class transformers are intended for power monitoring
applications where high accuracy and minimum phase angle error are required.
They are specially designed to be compliant with relevant ANSI standards.

Specifications

+ Applicable standard : ANSI/IEEE C57.13

« Case: 10% glass filled polycarbonate, flame retardant grades classified UL 94V-0

* Insulation Level: 600 Volts, T0KV BIL full wave

» Non-standard length possible if specified

+ For allthe SHT & SFT types terminals are brass studs No. 8-32 with one flat washer, lock washer
& regular nut

» Allthe SHT & SFT models also available as SHL & SFL with leads

 For all the SHT types mounting bracket kit when required.

Omega 30A (2NSFT, 2NSHT & 2NRL Series)

50 +3% 1.5 125 + 1% 2.5
60 + 3% 2.0 150 + 1% 4.0
75 +2% 2.0 200 +1% 4.0
80 +2% 2.0 250 +1% 6.0
100 +1% 2.0 300 +1% 8.0
120 +1% 2.5

Used for ammeter only. Approx. weight 0.5Ibs.
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Applicable standard : ANSI/IEEE C57.13

Case: 10% glass filled polycarbonate, flame
retardant grades classified UL 94V-0.

Insulation Level: 600 Volts, TOKV BIL
full wave

Non-standard length possible if specified

For all the SHT & SFT types terminals are
brass studs No. 8-32 with one flat washer,
lock washer & regular nut

All the SHT & SFT models also available as
SHL & SFL with leads

For all the SHT types mounting bracket kit
when required.

OMEGA 30A

ZNSFT & 2ZNSHT
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OMEGA 30A Omega 30A (2NDRL Series)
2NRL & 2NDRL
50

£ 2% 1.5 125 + 1% 5.0

60 £ 2% 2.0 200 +1% 10
75 +2% 3.0 250 +1% 12.5
80 +2% 4.0 300 +1% 15
100 +1% 5.0
120 £1% 50 Used for ammeter only. Approx. weight 0.5Ibs.
Es <
- Dimensions - 2NDRL 2NRL
o
= @
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SADRL Omega 30A (2ADRL Series)
Current VA at ANSI Metering Class
Ratio +1% Class B0.1 B0.1 B0.5
50 2% 2.5 4.8 - -
60 2.5 1.2 - -
75 3.5 1.2 2.4 -
80 4.0 1.2 2.4 -
I 100 5.0 1.2 2.4 -
-k 120 5.0 1.2 2.4 -
125 5.0 0.6 1.2 -
150 10 0.6 0.6 -
200 12.5 0.3 0.6 1.2
250 15 0.3 0.3 0.6
300 20 0.3 0.3 0.6
Dimensions
2ADRL

Used for ammeter, Wattmeters &
Cross current compensation
Approx. weight 0.5Ibs

All dimensions are in mm

Features given vary from product to product -
for more detailed product specific info please
visit our website www.sifamtinsley.co.uk
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View our full range online: www.sifamtinsley.co.uk



Omega 30B (5NSFT, 5SNSHT & 5NRL Series)

50

75

100
150
200
250
300

+ 2%
+ 2%
+ 2%
+1%
+1%
+ 1%
+1%

400
500
600
750
800

1000
1200

+1%
+ 1%
+1%
+1%
+1%
+ 1%
+1%

Used for ammeter, Wattmeters & cross current compensation. Approx. weight 1 Ibs.

Dimensions

5NSFT

-

044

178

5NRL

110

S5NSHT

b LI

12.5
20
25
25
25
25
30.5

| . .
<] sifam tinsley

OMEGA 30B

S5NSFT

OMEGA 30B

SNSHT

OMEGA 30B

SNRL
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OMEGA 30B Omega 30B (5ASFT, 5ASHT & 5ARL Series)

5ASFT Current VA at ANSI Metering Class Cont. Thermal RF
Ratio +1% Class BO0.1 B0.2 B0.3 B0.9 . @30 @55

50 1.0 4.8 - - - - 2.0 2.0
75 1.0 2.4 4.8 - - - 2.0 2.0
100 1.0 1.2 2.4 - - - 2.0 2.0
150 5.0 0.6 1.2 2.4 4.8 - 2.0 2.0
200 5.0 0.6 0.6 1.2 2.4 4.8 2.0 2.0
250 12.5 0.6 0.6 1.2 2.4 2.4 2.0 1.5
300 15 0.3 0.3 0.6 1.2 2.4 2.0 1.5
400 20 0.3 0.3 0.6 1.2 1.2 1.5 1.0
500 25 0.3 0.3 0.6 0.6 1.2 1.33 0.8
600 30 0.3 0.3 0.6 0.6 1.2 1.0 0.8
750 30 0.3 0.3 0.6 0.6 0.6 1.0 0.8
800 30 0.3 0.3 0.6 0.6 0.6 1.0 0.8
1000 35 0.3 0.3 0.3 0.6 0.6 1.0 0.8
1200 40 0.3 0.3 0.3 0.3 0.6 1.0 0.6

Used for ammeter & Wattmeters. Approx. weight 1 Ibs.

OMEGA 30B

5ASHT Dimensions
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OMEGA 30B sARL
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All dimensions are in mm
Features given vary from product to product -

for more detailed product specific info please
visit our website www.sifamtinsley.co.uk

View our full range online: www.sifamtinsley.co.uk



] . .
<] sifam tinsley

Omega 30B (5NDRL) OMEGA 30B

Cat No. Ratio VA Cat No. Ratio VA 5NDRL
50 + 2% 2.5 400 +1% 40
60 +1% 2 5 500 +1% 50
75 +1% 3.5 600 +1% 60
100 +1% 5.0 750 +1% 60
150 +1% 10 800 +1% 60
200 + 1% 12.5 1000 + 1% 75
250 +1% 20 1200 +1% 90 BT
300 +1% 25 4

Used for ammeter, Wattmeters & cross current compensation. Approx. weight 2 Ibs.

Dimensions
5NDRL

208

Omega 30B (5ADRL) OMEGA 30B

Current VA at ANSI Metering Class Cont. Thermal RF

Ratio 1% Class BO.1 B0.2 B0.3 B0.9 g @30 @55 5ADRL
50 1% 2.5 2.4 ; . - - 2.0 2.0

60 2.5 1.2 4.8 - - - 2.0 2.0

75 3.5 1.2 2.4 . . . 2.0 2.0

80 40 1.2 2.4 4.8 - - 2.0 2.0

100 5.0 0.6 1.2 4.8 4.8 - 2.0 2.0

120 7.5 0.6 0.6 2.4 4.8 . 2.0 2.0

125 7.5 0.6 0.6 2.4 4.8 1.8 2.0 2.0 T
150 10 0.6 0.6 1.2 2.4 4.8 2.0 2.0 g
200 12.5 0.6 0.6 0.6 1.2 2.4 2.0 15

250 20 0.3 0.3 0.6 1.2 2.4 2.0 15

300 25 0.3 0.3 0.6 1.2 1.2 1.5 1.33

400 40 0.3 0.3 0.3 0.6 1.2 1.5 1.0

500 50 0.3 0.3 0.3 0.3 0.6 1.5 1.0

600 60 0.3 0.3 0.3 0.3 0.6 1.0 0.8

750 75 0.3 0.3 0.3 0.3 0.6 1.33 1.0

800 80 0.3 0.3 0.3 0.3 0.3 1.33 1.0

1000 90 0.3 0.3 0.3 0.3 0.3 1.0 0.8

Used for ammeter & Wattmeters. Approx. weight 2 Ibs.

Dimensions
5ADRL

2.08
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OMEGA 30C

6NSFT

OMEGA 30C

BNSHT

OMEGA 30C

6NRL

All dimensions are in mm

Features given vary from product to product -
for more detailed product specific info please
visit our website www.sifamtinsley.co.uk

View our full range online: www.sifamtinsley.co.uk

Omega 30C (BNSFT, 6NSHT & 6NRL Series)

100
150
200
250
300
400
500

+ 2%
+1%
+1%
+1%
+1%
+ 1%
+1%

2.0
5.0
5.0
7.5
12.5
15
25

600
750
800
1000
1200
1500

+1%
+1%
+1%
+1%
+1%
+ 1%

Used for ammeter, Wattmeters & cross current compensation. Approx. weight 1.2 Ibs.
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Omega 30C (6ASFT, 6ASHT & 6ARL Series) O M E GA 30C

Current VA at ANSI Metering Class Cont. Thermal RF 6ASFT

Ratio +1% Class BO0.1 B0.2 B0.3 B0.9 g @30 @55

100 1.0 1.2 2.4 - - - 2.0 2.0
150 5.0 1.2 1.2 4.8 4.8 - 2.0 2.0
200 5.0 0.6 1.2 2.4 4.8 - 2.0 2.0
250 7.5 0.3 0.6 2.4 2.4 4.8 2.0 1.5
300 12.5 0.3 0.6 1.2 2.4 2.4 2.0 1.5
400 15 0.3 0.3 0.6 1.2 2.4 1.5 1.33
500 25 0.3 0.3 0.6 1.2 2.4 1.5 1.0
600 30 0.3 0.3 0.6 0.6 1.2 1.33 1.0
750 30 0.3 0.3 0.6 0.6 1.2 1.25 1.0
800 35 0.3 0.3 0.6 0.6 0.6 1.25 0.8
1000 35 0.3 0.3 0.3 0.6 0.6 1.0 0.8
1200 40 0.3 0.3 0.3 0.3 0.6 1.0 0.8
1500 50 0.3 0.3 0.3 0.3 0.6 1.0 0.8

Used for ammeter and Wattmeters. Approx. weight 1.25 Ibs.

Dimensions OM EGA 3OC
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OMEGA 30D
INSFT

100
150
200
250
300
400
500

Omega 30D (7NSFT, 7NSHT & 7NRL Series)

+2% 2.5 600
+1% 5.0 750
+1% 5.0 800
+1% 5.0 1000
+1% 12.5 1200
+1% 15 1500
+ 1% 25 1600

+1%
+1%
+1%
+1%
+1%
+ 1%
+1%

Used for ammeter, Wattmeters & cross current compensation. Approx. weight 1.5 Ibs.

Dimensions
INSFT INSHT
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OMEGA 30D m o
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vt /L#

OMEGA 30D

7NRL

All dimensions are in mm

Features given vary from product to product -
for more detailed product specific info please
visit our website www.sifamtinsley.co.uk

View our full range online: www.sifamtinsley.co.uk
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Omega 30D (7ASFT, 7ASHT & 7ARL Series) O ME GA 30 D

Current VA at ANSI Metering Class Cont. Thermal RF TJASFT

Ratio +1% Class BO0.1 B0.2 B0.3 B0.9 g @30 @55

100 1.0 2.4 4.8 - - - 2.0 2.0
150 2.5 1.2 2.4 4.8 4.8 - 2.0 2.0
200 5.0 0.6 1.2 2.4 4.8 4.8 2.0 2.0
250 7.5 0.3 0.6 1.2 2.4 4.8 2.0 2.0
300 12.5 0.3 0.6 1.2 2.4 2.4 2.0 1.5
400 15 0.3 0.3 0.6 1.2 2.4 2.0 1.5
500 25 0.3 0.3 0.6 1.2 1.2 1.5 1.0
600 30 0.3 0.3 0.6 0.6 1.2 1.5 1.0
750 30 0.3 0.3 0.3 0.6 0.6 1.33 1.0
800 35 0.3 0.3 0.3 0.6 0.6 1.33 1.0
1000 35 0.3 0.3 0.3 0.6 0.6 1.33 1.0
1200 40 0.3 0.3 0.3 0.3 0.6 1.0 1.0
1500 50 0.3 0.3 0.3 0.3 0.6 1.0 0.8
1600 50 0.3 0.3 0.3 0.3 0.6 1.0 0.8

Used for ammeter and Wattmeters. Approx. weight 1.25 Ibs.

Dimensions OM EGA 30D
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OMEGA 30E Omega 30E (8ASFT, 8ARL Series)

S8ASFT Current VA at ANSI Metering Class Cont. Thermal RF
Ratio  +1% Class BO.1 B0.2 BO0.3 B0.9 @30 @55
200 5.0 1.2 1.2 2.4 4.8 4.8 20 2.0
250 7.5 0.6 0.6 1.2 2.4 4.8 2.0 2.0
300 15 0.6 0.6 1.2 2.4 2.4 2.0 2.0
400 25 0.3 0.3 0.6 1.2 2.4 2.0 1.5
500 35 0.3 0.3 0.6 0.6 1.2 2.0 1.5
600 50 0.3 0.3 0.6 0.6 1.2 1.5 1.33
750 50 0.3 0.3 0.6 0.6 1.2 1.5 1.0
800 60 0.3 0.3 0.3 0.6 0.6 1.5 1.0
1000 75 03 0.3 03 0.6 0.6 1.33 1.0
1200 75 0.3 0.3 0.3 03 0.6 1.5 1.0
1500 90 0.3 0.3 0.3 03 0.6 1.33 1.0
1600 100 0.3 0.3 0.3 03 06 1.33 08
2000 120 0.3 0.3 0.3 03 - 1.0 0.8
2500 50 0.3 0.3 03 03 - 1.0 0.8
3000 60 0.3 0.3 0.3 03 - 1.0 0.8
3200 70 0.3 0.3 0.3 03 - 1.0 0.8
4000 80 0.3 0.3 0.3 03 - 0.8 0.8

Used for Metering. Approx. weight 2.5 Ibs.

Dimensions
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All dimensions are in mm

Features given vary from product to product -
for more detailed product specific info please
visit our website www.sifamtinsley.co.uk

View our full range online: www.sifamtinsley.co.uk



